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— GENERAL NOTES:
RIGHT Dﬁ WAY LINE — Q 57
QU 56 1. VIDEO CAMERA LOCATIONALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
CONSTRUCTION DETAILS: \ / \ y ° 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION.
' - ~— = =
A AL CONCRETE FOUNDATION FOR A 165 FT. STEEL POLE WITH TWIN 5060 FT. MAST e D S " PAVENENT MARKINGS SHALL BE INSTALLED N ACCORBANGE Wi e oot GHINDING. FINAL
ARMS, LED TRAFFIC SIGNAL HEADS, SIGNS AND VIDEQ DETECTION CAMERAS. (NOTE: ~ S !
INSTALL 2-3 IN. PVC SCHEDULE 80 CONDUIT BEND) A, THOSE DETAILED ON THE PLAN,AND ALL PAVEMENT MARKING CONFLICTS SHALL BE RESOLVED BY THE SHA
B.  INSTALL CONCRETE FOUNDATION FOR A 165 FT.STEEL POLE WITH 60 FT. MAST ARM. LED TRAFFIC SIGNAL . ® N ENG’SEE?{;\%L Eﬁ‘ﬁ’}éa\g.@",ﬁﬁﬁKé%%?pﬁ'gﬁﬁiﬁé@%@%ﬁid%?ggﬁg D‘[AHNECE’RVXJEEREJK_I /?)FS TTﬂ\IJEDnggAL
HEADS, SIGNS AND VIDEO DETECTION CAMERAS. (NOTE: INSTALL 2-3 IN. PVC SCHEDULE 80 CONDUIT BEND). 33 %\ 4. éé'—NTRACTOR LPON COMPLETION OF THE NowW Sianar
C. INSTALL 10" PEDESTAL POLE WITH BREAKAWAY COUPLINGS (MD 818.16-01), MODIFIED BASE, COUNTDOWN :
PEDESTRIAN SIGNALS, AUDIBLE TACTILE PUSHBUTTON AND (SIGN. (NOTE: 1)—2 IN. PVC SCHEDULE 80 CONDUIT BEND). LIMIT OF PAVEMENT \\\\\“ A 5. THE CON;RA%TOR Sl—;jALLL \E;E RESP(EXJSEI_IBLE F(LJ[Eq TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE
D. INSTALL S CABINET BASE-MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT AS SHOWN. { = TERMINALS AND PROPERLY LABEL ABLE.
(NOTE: INSTALL 22 IN. AND 2-4 IN. PVC SCHEDULE 80 BENDS). UTILITY HEIGATS: s S \*g\\ 6. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL
E. INSTALL METERED SERVICE PEDESTAL EMBEDDED. (NOTE: INSTALL -2 IN. AND 1-4 IN. PVC SCHEDULE 80 BENDS). GuY - 23-10" Al EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE THE CONTRAGTOR SHALL CONTACT THE PROJECT
F.  INSTALL HANDHOLE. MISC. COM - 31/-1” . ‘\\\ ENGINEER.
G. INSTALL HANDHOLE ORIENTED FOR NON-EVASIVE PROBES. N N 7. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR
H.  INSTALL NON-INVASIVE DETECTOR AND LEAD IN CABLE. (NOTE 1000’ CABLE). Y CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS
J.INSTALL 4 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT — BORED. N . SPECIFIED IN MD 816.03, MD 818.01, MD 818,02, MD 818.04. THE CONTRACTOR SHALL VERIEY ULTIMATE
K. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. LIMIT OF PAVEMENT GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
L. INSTALL 3 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT — BORED. 8. THE CONTRACTOR SHALL CONTACT ED RODENHIZER AT THE SIGNAL SHOP (410) 787-7650 TO DELIVER APS
M. INSTALL 3 IN. PVC: SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. EQUIPMENT FOR TESTING.
N. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. 9. THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN PEDESTRIAN ACCESSIBILITY TO
P. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT —~ TRENCHED, PROVIDE CONDUIT BEND AT THE BASE OF UTILITY POLE. (PEPCO# 826371-1479) UTILITY REIGHTS: ALL OTHER QUADRANTS,
Q. INSTALL 24 IN. HEAT APPLIED, WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE. SECONDARY - 25'-6" 10. SEE SHEET 19 FOR INTERCONNECT RUN.
R. INSTALL 12 IN. HEAT APPLIED, WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSS WALK.
S. INSTALL NEW SIGN ON 4"x 8" WOQD POST.
T. USE EXISTING HANDHOLE. LIMIT OF PAVEMENT STATE OF MARYLAND
U. USE EXISTING CONDUIT. DEPARTMENT OF TRANSPORTATION
V. INSTALL PROPOSED HANDHOLE ON EXISTING CONDUIT. STATE HIGHWAY ADMINISTRATION
W. BREMOVE EXISTING SIGN AND SUPPORT. OFFICE OF TRAFFIC & SAFETY
X REMOVE EXISTING SIGNAL POLE AND SPAN WIRE WITH ALL ATTACHED EQUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GROUND TRAFFIC ENGINEERING DESIGN DIVISION
GRADE AND BACKFILL. CAP AND ABANDON CONDUIT. MD 458 (SILVER HILL RD) AND
Y. REMOVE EXISTING HANDHOLE. CAP AND ABANDON CONDUIT, MD 972a (OLD SILVER HILL RD)
Z. EXISTING POWER SERVICE TO BE REMOQVED BY OTHERS. PROJECT DESCRIPTION
GEOMETRIC LEGEND AA. DISCONNECT AND ABANDON EXISTING LOOP DETECTOR.
=== —=—= EXISTING BB. REMOVE EXISTING SIGNAL CABINET AND BASE 12 IN.BELOW GRADE.CAP AND ABANDON CONDUIT.
PROPOSED CC. INSTALL NON-INVASIVE DETECTOR AND LEAD IN CABLE. (NOTE 500' CABLE). Ny APPROVALS REVISIONS SIGNALIZATION PLAN SHEET
DD. INSTALL NEW SIGN ON 4"x 4" WQOD POST. NN R e ‘
UTILITY LEGEND EE. REMOVE EXISTING PEDESTAL POLE, ALL EXISTING EQUIPMENT, AND FOUNDATION 12 IN. BELOW GROUND \ © CoNSTRUCTION 1 SCALE_ 1" = 20° ADVERTISED DATE__ 12-11-88  CONTRACT NO. _BW-283-802-312
SD STORM DRAIN GRADE AND BACKFILL. CAP AND ABANDON CONDUIT, N \\fo > IGNAL RE-CONSTRUCT (0 <09
G GAS MAIN FF. USE EXISTING HANDHOLE. PULL BACK EXISTING INTERCONNECT CABLE AND RE-DIRECT TO THE NEW CABINET. S < BUM” 19'5“‘_ l}mf"fw&fgw DESIGNED BY A.R. ZACHERL (for STS) COUNTY PRINGE GEORGE'S
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